





@e HIGH-SPEED SOLDERING. You can solder as fast 


and continuously as the nature of the work will allow. 


e UNIFORM PERFORMANCE. Operating charac- 
teristics remain constant day after day. No appreci- 


able decrease in efficiency, even after months of 
service. 


@ EASY, LOW-COST REPAIR. Assembling and dis- 
assembling are easy. 


SOLDERING IRONS 


Equipped with Quick, Long-life Heaters 


FOR MANUFACTURING AND SERVICE OF 
RADIO AND ELECTRONIC EQUIPMENT 


ASK YOUR G-E DISTRIBUTOR FOR A COPY OF BULLETIN GEC-1318. 









@ LONG LIFE AND LOW MAINTENANCE. 


Life 
is lengthened, and over-all costs are kept low because 
sturdy construction eliminates need for frequent 
repairs. 


@® THEY NEED NOT BE RETURNED TO THE FAC. 
TORY FOR REPAIR. Irons can be repaired on the 
job without special tools or skill. 





LIGHTWEIGHT INDUSTRIAL IRONS 


(Listed by Underwriters’ Laboratories) 





Cat. No. 6A273 





Cat. No. 6A283 

















CE ee ee ee Soe, ies ee Sipe ge aioe So on SE ey See 
eating, ee ee rip Dia: Bisehrce| pan ace 
Volts | Watts Inches Each7y Quantity 
6A273. | ~~ «+:120 60 ¥, Chisel | $12.55 6 
6A283 120 60 & Pyramid 12.55 6 

















*Tips must be brazed on. See instructions included with irons. 
+Mfer’s suggested resale price. 


} [| ;—r 


3/16-in. Chisel 





3/16-in. Pyramid 





Disassembled. View 


Tip Only* 


Tie and Heater 
List Price, | Size, List Price 
Gate | Eacht AESNOS | inches | Eacht — 
6A300 $6.15 326A964P21 4 Chisel $1.75 
6A301 6.15 326A964P22 |-3 Pyramid 1.75 
6GA301LG4 6.15 L16V707P21 #; Chisel 1.75 





INDUSTRIAL SOLDERING IRONS 


For light, high-speed sol- 
dering, such as assembly of 
radios, telephones, switch- 
boards, appliances, meters, 
and instruments, and in- 
stallation and repair of 
wiring and wiring devices 
and ignition. Also, for 
medium, intermittent sol- 
dering on tinware, wiring, 
plumbing, and tinsmithing. 
Excellent general - purpose 
iron for service and repair- 
men, for shop and farm, 
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(Listed by Underwriters’ Laboratories) 





Fig. 2. Cutaway view industrial soldering iron, 6A161 
and 6A162 series 


Renewal Heater 


CHISEL TIPS 


Vo-in. Short 


i] <r 


i/o-in. Long 


i= we 


3%-in. 13/64-in. 


Fig. 1. Industrial soldering iron, 6A161 and 6A162 series 














Interchangeable Tips 


















Rating List Standard List Size, 
Cat. No eee eet. SB RICE, Package Cat. No Price, Cat. No. Inches Price, 
Volts | Watts | Eacht Quantity Eacht Eacht _ 
6A161 and 6A162 Series (Fig. 1 and 2) 
Note: All of the interchangeable tips listed below will 
6A161 115 75 $13.20 6 6A31 $4.05 fit any iron in the 6A161 and 6A162 series. _ 
6851732P21 3% Calorized $0.90 
6A162 115 | 100 13.20 6 6A32 4.05 6851732P22 36 Fonclad 165 
6808345AAP2 14 short Calorized 0.90 
6A162G6 115 110 13.20 6 70342 4.05 6851775P21 % short Ironclad 1.65 
6808345AAP3 14 long Calorized 1.55 
6A162G3 115 125 13.20 6 SASS 4.05 6251775P22 % long Tronclad 3.15 
9$17171P22 13/64 Ironclad 1.65 





tMfgr’s suggested resale price. 
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SOLDERING IRONS 


Equipped with Quick, Long-life Heaters 


FOR MANUFACTURING AND SERVICE 
OF RADIO AND ELECTRONIC EQUIPMENT 


ASK YOUR G-E DISTRIBUTOR FOR A COPY OF BULLETIN GEC-1318. 








MIDGET SOLDERING IRONS 


APPLICATION 


This 8-inch, 134,-ounce featherweight iron 
for close-quarter soldering with pin-point pre- 
cision is used where conventional irons 
might cause damage... be clumsy to handle... be 
more expensive to operate. The Midget literally goes 
places with greater efficiency and less power . 
with no sacrifice in heat or speed. With its fingertip 
operation, this iron will help make an expert out of 
any solderer in a short time. 


The Midget has Tronclad copper tips either 4-, %4¢- 
or 44-inch diameter, as desired. 


THIS MIDGET DOES A BIG JOB IN 
Boosting Production Rates 
Increasing Operator Efficiency 


Cutting Down Employee Fatigue 
Saving on Repair and Maintenance 


Reducing Rejects 


Manufacturing and Repairing: 
Radios and other electronic equipment 
Meters 
Instruments 
Jewelry 
Appliances 


... and many other products 
requiring precision soldering 


RATING: 6 VOLTS, 25-35 WATTS 





Soldering Iron . Renewal Tip and : 
ing Wan’ SGomplete, List Heater Assembly List 
SSS ee | PrER: See Bhi 
Cat. No. Tip Dia, Each* Cat. No Tip Dia, Each* 

Inches . Inches 

6A210 % Chisel $6.90 6A211 Y% Chisel $3.60 
6A212 Y% Pyramid 6.90 6A213 1% Pyramid 3.60 
6A214 js Pyramid 6.90 6A215 #s Pyramid 3.60 


6A216 2; Chisel 
All tips are Tronelad copper. 
Net weight, iron less cord, 134 oz. 
Net weight, iron including cord, 5 oz. 
Shipping weight, complete iron, 8 oz. 
Standard package consists of 6 irons of one tip size. Tip and 
heater assemblies can be purchased in any quantities. 


6.90 6A217 fs Chisel 3.60 








i4-in. dia tip, Cat. No. 6A210 


SPECIAL TRANSFORMERS (OPTIONAL) 
FOR G-E MIDGET SOLDERING IRONS 





Single-tap Four-tap 


Specially designed transformers are available as 
optional equipment in two types: 


1. Single-tap, 115- or 230-volt primary—for use where 
only one soldering heat (25 watts) is required 


2. Four-tap, 115- or 230-volt primary—gives wide 
range of heats (from 25 to 35 watts) for close tem- 
perature control of tips 


Transformers are small, lightweight, but sturdy. 
Their 6-foot extension cords can be plugged in any 
115- or 230-volt outlet. 








Cat. No. ; Cat. No. ; 
Description 115-volt Price* 230-volt Price* 
Primary Primary 
Gingle-tap .....csscesseess 6A362G2 $6.30 6A362G22 $11.20 
POUESTAD. ceiccivcoedecsianses 6A364G2 8.35 6A364G22 11.75 
Publication Reference o...... ccc ccc ecc cece cecccecueeeeeeeueeseuaeenues GEC-1318 


THE MIDGET OFFERS MAJOR ADVANTAGES 


Low-cost soldering—Solders more efficiently, using 
only approximately one-fourth wattage normally used. 


Fingertip operation—Only 8 inches long, weighs 
but 1% ounces. Styled for fingertip grip. 


Quick, continuous heat—Famous G-E heater built 
into Ironclad copper tip for rapid heat transfer and 
tip temperature recovery. 


Easy renewal—lIronclad tip and heater assembly 
are replaced as a unit merely by unscrewing from 
handle. 


Long life, low maintenance—Low voltage permits 
use of heavy, long-lasting nickei-chromium resistance 
wire. Less maintenance is required with long-lasting 
Ironclad copper tip. 


*Manufacturer’s suggested resale price. 
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